1.运行VNC-5.2.2-Windows.exe
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This il nstall VNC 5.2.2 on your computer.

1fa previous version is detected, and connectons to YNC
Server n Service Mode are currently in progress, users il be
temporariy disconnected. Users can immediately reconnect as
Soon as VNC Server upgrades.

Users connected to VNC Server in User Mode wil not be:
disconnected. VNC Server in User Mode is not upgraded untl
the next tine ts started.

Clidk Next to continue, or Cancel to exit Setup.





2.next
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Please read the folowing License Agreement. You must accept the terms of this
agreement before contnuing with the nstalaton.

[VNC END USER LICENSE AGREEMENT.

1
IIN ORDER TO INSTALL ANY PART OF THE SOFTVWARE (AS DEFINED BELOW),
|AND/OR TO RETAIN THE SERVICES OF REALVNC, YOU MUST FIRST ACCEPT

OT'donot accept the agreement.
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[image: image3.png]Select the components you want to instal; dear the components you want to
urinstal.
A separate installer il launch for each selected component.

Click Next when you are ready to contiue.





4、next
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Select ViC Server Location Vn

Wihere should VNC Server be instalied?

N Server wil be nstaled in th follwing foder.
To continue, cick Next. If you would ke to selecta different folder, cick Browse.

C:Program Fies RealINC\VINC Server Bromse.

<Back | MNext> Cancel




 

5、next

[image: image5.png]Select Additional Tasks
Vibich additonl tasks shod be performed?

Select the additon tasks you wouid ke Setup to perform, then dick Next.

‘Additonalcons:
] Create a WNC Viewer desktop icon





6.next

[image: image6.png]e, Vo

To enable users to connect, an exception must be added to the frewal. UNC Server
an attempt to add tis exception, o you can configure the firewal yourself.

Note that some frewallsmay prevent VNC Server adding an excepton. Ifusers.
experience connection problems, exarmine the fievalls settngs.

‘Add an exception to the firewall for VNC Server





7\install

[image: image7.png]Ready to Install
Setup i now ready to begin nstaling VNC on your computer.

Clck Install o contnue with the instalation, or cick Backif you want o review or
change any settngs.

Upgrading VNC Server (5.2.2):
Instal printe driver
‘Add frewal exceptons

‘VNC Server destnation location:
C: Program FlesIRealVNCIWNC Server

Upgrading NC Viewer

‘VNC Viewer destnation location:
C:\program Fles\RealVNCIWNC Viewer





8\完成。

[image: image8.png]n VNC?Setup Wizard completed
c Setup has fished nstaling VNC on your computer.

Clck Finsh to exit Setup.





以下进行相关的配置。
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在这里的上边点右键
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选options

第一个选项security按这个配置
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第二个选项。users&permissions

[image: image12.png]Ve VNC Server - Options c
: e ———— @ Global permissions. Add...
@ Comedions & standard user (user) oo
© Prvecy % VNC guest user (gues) - disabled

Password...
4 Updates
i Printing
ﬁ Troubleshooting @ The authentication scheme is VNC password.
Expert

Change this on the Security page

Permissions
You can view, but not change, permissions for this user.

Normal permissions.

Allow Deny
v View the deskiop.
v Control desktop using keyboard
v Control desktop using mouse
v Copy and paste text in either direction
v Chat with other users
v Transfer files in either direction

oK Cancel

Apply




选password,出现：
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|2, Users & Permissions
@ Connections

© Privacy

4 Updates

=) Printing
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Confirm password:

v View the deskiop.
v Control desktop using keyboard

v Control desktop using mouse

@ Global permissions. Add...
|& Standard user (user) Remove.
(% VNC guest user (guest) - disabled
Password...
) The authentication scheme is VNC password.
this user.





上下都填   1

第三个选项，按这个配置
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nnectivity

[M]Allow VNC connections over TCP Port: 5900

[ Serve VNG Viewer for Java————Gor 5300

Filter computers

Action 1Pv4 address/subnet
@ Accept Default b 4+
¥
Add rule.. | | Remove rule | | Edit rule.

Add rules to fiter particular 1Py addresses. For each connection,
the first matching rule is applied.

Filter users.

[JShow accept/reject prompt for each connection

Only show prompt if user account is logged on





这样就成功了。右角的这个[image: image15.png]


   要保证存在。

